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Package Contents for SpinClik Kit #SCD-000 
1 SpinClik face plate assembly with quick 

disconnect (top) 
2 Panavise 685-SC quick disconnect bottom 
3 Four (4) 8-32 X ¾” Flathead Phillips 

machine screws, plastic, black 
4 Four (4) 8-32 Acorn Nuts, plastic, black 
5 One (1) C3-030 Wire Manager kit 
6 One Tool Box, Window or Racing Icebox 

Decal. 
7 One instruction sheet for Automotive 

installation 
8 PanaVise short line catalog 

 

 
 

SpinClik Basic Mounted to an AMPS pattern plate & ready for work 
 

(1) .. Installing the SpinClik on an existing mount 
with a AMPS hole pattern, such as a PanaVise In-
Dash Mount. 
If your vehicle is equipped with an existing electronic devise 
(Cell Phone, GPS, XM Radio etc.) and has a sub-mount with 
a four (4) hole pattern that matches the hole pattern in the 
Wire Manager or Quick Disconnect bottom, then attach the 
quick disconnect and Wire Manager with the four (4) screws 
and acorn nuts.  The wire manager can be mounted on either 
side of the AMPS plate. 
NOTE … If you mount the Quick Disconnect bottom without 
the Wire Manager you may require spacer flat washers to take 
up some of the space as the Acorn Nuts may not tighten 
before “bottoming out” on the screw. 
 
(2) .. How to attach the SpinClik face plate to the Quick 
Disconnect bottom.  The Quick Disconnect is designed to 
hold your iPad securely to the AMPS pattern plate by two (2) 
gripping edges that can only be released by operating the 
detach lever which is built into the body of the Quick 
Disconnect top.  Place the upper edge of the top over the top 
edge bottom.  With light pressure swing the face plate 
assembly down until the lower edge of the Quick Disconnect 
contacts the bottom.  Using that same light pressure push the 
face plate assembly onto the bottom .  You will hear a small 
“click” as the two parts engage. 
NOTE … It is not required to pull up (lift) the detach lever as 
the parts will engage automatically.   
 
(3) .. At this time you should consider the clearance 
available between the edge of the SpinClik face plate and the 
instrument panel (dash board) during the rotation of the 
SpinClik from each 90 deg. Position.  Remember the 
clearance may change when the iPad is tilted at certain 
angles.  For additional clearance check the section on 
“Tipper” selection. 
 

 
 

(2)  The SpinClik is easy to attach to the Quick Disconnect 
 

 
 

(3)  Check for edge clearance of SpinClik and instrument panel & 
knobs 
 





(8) .. When mounting the SpinClik on a Vacuum Window or 
Telescopic Vacuum mount the procedure is the same as 
above.  Be sure the surface is smooth and without blemish.  It 
may be wise to attach a “tether” to your iPad in case of 
accidental removal. 
 

    
 

(8)  The SpinClik assembly on a Vacuum Wind Sub-Mount 
 

(9) .. The Telescopic Mount is made for tight fitting 
long distance accessibility.  The telescopic shaft will 
extend from 9.375” to 13.625”.  It will also allow the 
shaft to “rest” on the instrument panel of your vehicle to 
eliminate any vibration that could disturb the viewing of 
your selected screen orientation. 
 
 

 
 

(9)  A Telescopic Sub-Mount attached to the windshield and resting 
on the instrument panel for anti-vibration security of the assembly. 

 
(10) .. Using the Wire Manager Plate 
The Wire Manager Plate can be used to “hang” or “route” 
wires and cables thru and keep them out of the way while the 
iPad is in use or when the iPad is being rotated.  When you 
remove the SpinClik to be used in a different mode, location 
or vehicle the Wire Manager will keep your wires “neat”.   
 

To assemble the Wire manager take the rubber grommets, 
which have been cut open, and slip the selected wire into the 
center of the grommet.  Slide the grommet into one of the 
“key-holes” of the Wire Manager.  Be sure the cut section of 
the grommet is located in a blind area of the key-hole and that 
the groove of the grommet is on both sides of the Wire 
Manager plate. 
 

 
 

(10)  A simple installation of the Wire Manager will make your job 
complete 
 

 
 
 

 
 
 



 (11) .. Installing and removing the iPad from the 
SpinClik face plate. 
We suggest that your iPad be installed into the SpinClik face 
plate by first setting the SpinClik into the vertical position (top 
lock detent facing “up”).  Place your Ipad into the two (2) 
bottom resting hooks.  Rest your iPad against the upper 
section of the face plate top lock.  GRABBING THE IPAD 
WITH AND TOP LOCK WITH BOTH HANDS “SQUEEZE” 
THE TWO ITEMS TOGETHER.  The top lock will 
automatically slide over the top edge of the iPad and “SNAP”, 
locking the iPad securely into place. 
 

 
 

(11)  While “squeezing” with both hands press the iPad into place.  
The Top Lock will “snap” into position with a loud “snap” sound.  

 
Keep in mind the SpinClik is not just an iPad holder it is a 
heavy duty automotive mount and it must and will hold 
your iPad in place.  This design may not always be the 
nicest looking mount, but it is light and rugged and made 
too last. 
 

The iPad is now secure and will allow for 360 deg. Rotation, 
clockwise or counterclockwise.   

NOTE …The reason we select to have to have a secure and 
large grip area on all four (4) sides of the iPad is because it 
can be turned up-side down and will not fall out of the face 
plate.  It is also to insure that in case of a traffic accident the 
iPad will not come free and fly around the cockpit or 
passenger compartment of your vehicle.  ALWAYS be sure 
the iPad is completely installed before driving, flying or 
bounding over the waves. 
 

(12) .. To remove the iPad from the face plate first with 
one of your hands hold onto the iPad for security.  With the 
other thumb “push” backward of the “Top Lock” until the lock 
is free from the top edge of the iPad.  It will take a little effort 
but you will not destroy a $50 manicure in the process.  We 
suggest that the iPad be removed only when the iPad is in a 
vertical position. 
 

 
 

(12)  With light “thumb Pressure” push the Top Lock up and over the 
top of the iPad to release.  Be sure to hold the iPad while doing this 
release. 
 

 

(13) .. Using the “empty” AMPS mount for other 
products and electronic devises. 
One of the advantages of the In-Dash or other AMPS mounting 
plates is that you can simply add on other electronic items, like 
Cell Phones, GPS, XM Radio and even Cameras by using a 
Quick Disconnect top mounted to you new devise.  This 
addition will allow you to interchange from item to item while 
your iPad is doing work on your office desk, mounted to a wall 
in the kid’s room, or located in your RV for a long trip. 
 

 
 

(13)  A simple change & the cell phone is loaded into the same mount 

 
 

The staff here at C3GM / SpinClik hope your enjoy the SpinClik experience and we are always ready for 

questions and inquiries.  If you have a good joke or cookie recipe give us a call and you can throw in a question or two 
about our products at the same time. 

SpinClik patent applied for 2010    
Co Spin Clik is Trade Mark name of C3GM Inc. 2010 
Copyright 2010 


