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DIMMING SYSTEMS - COCKPIT LIGHTS

COCKPIT LIGHTS
Type C4A - A multi-purpose light providing narrow
spotlight or floodlight beam. Rotate dial for red or
white lens. Push-button for instant full light. Adjust-
able rheostat. Coiled cord & snap-in mounting base
makes light portable in cockpit area. New mfg. Most
suitable for larger aircraft.

12V ............P/N S1990/12 ..........$108.95
24V ............P/N S1990/24 ..........$108.95

Miniature Eyeball Cockpit Lights - A low power, low
intensity light for continuous use as chart or instru-
ment light, allowing easy viewing of magenta lines
and figures on sectional charts as well as red lines
on instruments without wiping out night vision. Black
acrylic ball with 1/4' aperture rotates in ABS housing
for full swivel adjustment. 1.5" dia. overall. Mounts

with 3 screws. Wt: .5 oz. Power consumption 1.12W @ 14V. Bulb life
approx. 3500 hrs. Ideal for small homebuilts. Used on Voyager’s world
flight. White LED..P/N 11-07800 ............$13.30

Red LED ....P/N 11-03141 ............$12.95

SOLID STATE LIGHT DIMMING KIT
Economical solution for the dimming of
aircraft interior lighting. This heavy duty
solid state dimming kit includes a poten-
tiometer with built-in off switch and 115W
power transistor mounted to a heat sink.
The supplied colored Mil-Spec wire &
easy to follow wiring diagram allows the
aircraft builder to customize the wiring
harness to fit individual needs. When

compared to rheostats, this unit provides more even dimming when
a combination of LEDs and incandescent bulbs are used and electro
luminescent lamps (glow strips). Appropriate for both 14V & 28V sys-
tems. P/N 11-00846 ..........$87.25

LIGHT DIMMING KIT
Kit includes a Mil.Spec Potentiometer,
Mil. Spec Power transistor mounted to a
heatsink and a wiring harness. Breaker
Size: 2A @ 14V, 1.5A @ 28V, Operating
Range: 0-32 VDC, Current: 1.4A@ 14V,
.7A@28V, Power: 20W

P/N AL697-1 $144.95

VAL CLA 500 COCKPIT LIGHTING ASSEMBLY
The CLA 500 is a Multiple Circuit, Solid State
Cockpit Lighting Assembly that will accommo-
date (4) independent dimmer lighting circuits
such as instruments, sub panels, avionics,
eyebrow, overhead, flood, and post lamps etc.
The CLA 500 unit itself measures 5”l x 4.7”w x
1.5”h; wt: 0.8 lbs. The unit is rated at
14/28VDC input at 2.5 amps max per circuit.
The CLA 500 comes complete with 4 on/off

dimmer control switches and connector assembly. The CLA 500 carries a
full 1-yr. factory warranty. P/N 11-05700 ..........$275.00

PANEL LIGHT DIMMING RHEOSTATS
These high-quality rheostats are used in production air-
craft to dim instrument panel lights. Size: 1-9/16" dia. x
2-1/4" long. Mounts in 3/8" dia. panel hole. Shaft is 1/4"
dia. w/flat for knob set screw. New manufacture. Power
Rating:  25 Watts. 8 Ohms Ohmite

P/N 0144 ................$26.50

FINGER GRIP KNOB
For rheostats. 1-1/2” Diameter, 1/4” Hole.

P/N 5150 ..................$7.95

AMERI-KING LIGHT DIMMERS
The Ameri-King AK-551LD is an FAA TSO’d
approved Regulated DC to DC light dimmer. It
transforms an input from a +28Vdc or +24Vdc
to a variable +(0-28) Vdc or +(0-14) Vdc out-
put. Each variable output vage is controlled
independently by a remote Potentiometer /

Rheostat of 500Ω (ohms), 2 Watt, to ground. Installation is very sim-
ple. All necessary accessories are provided, including pre-fabricated
wiring harness assembly and/or mating D-subminiature connector
plug; control potentiometer with On/Off switch.

Model Potentiometer Amps Part No. Price
controls

AK-551-LD -S,7.2A 1 7.2 11-01446 $59.00
AK-551-LD -S,10.0A 1 10 11-01447 $95.00
AK-551-LD -S,20.0A 1 20 11-03372 $154.00
AK-551-LD -D,10.0A 2 10 11-01449 $118.00
AK-551-LD -D,20.0A 2 20 11-01450 $316.95
AK-551-LD -Q,10.0A 4 10 11-01451 $204.00
AK-551-LD -Q,20.0A 8 20 11-01452 $308.00

MULTIPLE CIRCUIT
SOLID STATE LIGHT DIMMERS

Choose from 2, 3, or 4-circuit heavy-duty 115W light dimming sys-
tems. Circuit board design with pin connector allows for easy and
neat wiring.  Supplied with needed Mil Spec Tefzel color-coded wire.
Unlike rheostats, this system will provide even dimming of incandes-
cent lights, electroluminescent lamps (such as the SPT Glow Strips)
and LEDS when used in combination on the same circuit. Separate
control switch (with circuit breaking off position) included for each cir-
cuit.

2 Circuit ..................P/N 11-02046 ........$119.00
3 Circuit ..................P/N 11-02047 ........$169.00
4 Circuit ..................P/N 11-02049 ........$199.00

K11 AIRCRAFT PANEL DIMMER 
The A & T Labs panel light dimmer provides features

and functionality not available in other commercial
dimmer products. Features: • 3 outputs with a
tracking capability - One output is the “Master”,

and the other two can be set to track the master
from 0 to any set voltag behind the master. This

allows items on the dimmer bus to be grouped accord-
ing to their relative brightness for better overall tracking.

For example, the Vision Micro- systems products are typically way out of
line in brightness compared to others at the same voltage • Quiet analog
design • Multi-channel tracking capability • Daylight full-on over-ride capa-
bility for GPS annunciators, etc. • Current limiting/short circuit protection •
Thermal protection • Low drop-out voltage (ability to adjust the dimmer
bus up as close to the battery voltage as possible) • Photocell light sen-
sor automatic control capability • Low cost • Performance: • Voltage range:
0 to Input supply - .6V • Output current - Depends on ventilation - Each
channel is capable of 5 amps, practical dissipation limitation is ~ 5 amps
total for all channels. (For 28 volt systems, current limit is 1 A per channel)
Unit connections are made through a DB15 connector, and are easy to
integrate into the rest of the aircraft wiring. P/N 11-02244 ..........$128.00

FLIGHTECH LDC-2 LIGHT DIMMER 
Installation is simple, remove old rheostat and
insert LDC-1 in place of the rheostat, connect a
ground wire and mount and connect the new
control potentiometer. After proper installation,
cooler and more dependable operation for many
years can be expected. Features: •Small size,
2"x1.8"x2.5" • Up to 2 amps of Current • Current
limiting & thermal protection • Includes light con-
trol, mounting hardware, connector housing &
crimp terminals. • 3 yr warranty.

P/N 11-03522 ............$85.00

EYEBALL COCKPIT LIGHTS
These high quality cockpit lights are engineered to
match the eyeball swivel vents on the page on Air
Vents in this catalog. Simple twist on/off operation pro-
vides white beam for cockpit lighting. Made from
2024T351 aluminum. Diameter: 2.75”. Has 4 mounting
holes (1/8”dia.) which are spaced 2-3/8” apart on a
mounting plate with a thickness of .71”. Made in USA.

Black (no bulb)......P/N 05-01401 ............$63.75
Gray (no bulb) ......P/N 05-01402 ............$63.75

Order 14V or 28V 14V ......................P/N GE-89 ..................$1.41
bulb separately 28V ......................P/N GE-303 ................$2.45




