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BLUE PNEUMATIC HAND TOOL BP-738
Rivet Nut Hand Tool BP-738.
Standard ..................P/N 12-03437
Metric .......................P/N 12-05433

BLUE PNEUMATIC RIVET NUT 
TOOL W/MANDRELS BP-738M

Hand tool with mandrels.  Includes Mandrel sizes 
6-32,8-32,10-24 and 1/4-20.
 P/N 12-03440

BLUE PNEUMATIC R AND D
HAND TOOL KIT BP-738K

BP-738 Hand Tool. Mandrels including 6-32, 8-32, 10-24, 
and 1/4-20. Also includes 40 total pcs of assorted rivet nuts 
that match included mandrels. Comes in molded plastic case 
(Private labeling available) .....P/N 12-03441

RIVETERS
BLUE PNEUMATIC RIVETING TOOL BP-3V

2100lbs. of force the tool has the best weight to power 
ratio in the industry, boasting 2100lbs of pulling force.  It 
can set 1/8,5/32 and 3/16 rivets in all Alloys.  Super light 
weight and small, allowing the rivet gun to fit in the tightest 
of spaces. Convenient, thumb-operated on/off vaccum 
control switch to control compressor air consumption.  

Comes complete with nose tips for 1/8, 5/32 and 3/16,. Also included 
are wrenches for service and oil applicator. Recommended operating air 
pressure is 80-95 PSI. Weight 3.2 lbs .........P/N 12-03384

BLUE PNEUMATIC RIVETING TOOL BP-4V
3500lbs of pulling force.  Can set 1/8,5/32, 3/16 and 
1/4 rivets in all Alloys.  Super light weight, allowing the 
rivet gun to be operated continually with great comfort.  
Convenient, thumb-operated on/off vaccum control switch 
to control compressor air consumption.  Complete with 
nose tips for 1/8, 5/32, 3/16 and 1/4. Also included are 

wrenches for service and oil applicator. Recommended operating air 
pressure is 80-95 PSI. Weight 3.6 lbs. ........P/N 12-03385

BLUE PNEUMATIC COMPACT 
HEAVY DUTY RIVETER BP-54

The power of the large “heavy duty” riveters in the body 
of a small one. Sets 3/32, 1/8, 5/32 and 3/16 rivets in 
all materials. Ideal for multi-grip rivets and pulls 3/16 
Monobolt/Magna-lok structural rivets. Nose pieces and 

service wrenches are included. Recommended operating air pressure is 
85-100 PSI. Weight 4 lbs.
Without Vacuum ..........................................P/N 12-03386
With Vacuum ...............................................P/N 12-03429

BLUE PNEUMATIC HEAVY DUTY 
AIR /HYDRAULIC RIVETER BP-50

3800lbs. of force.  Sets rivets from 1/8 through 1/4 in all 
materials.  Its 7/8 stroke allows this rivet tool to pull most 
structural rivets in one stroke. Great for high production 
applications.  Comes with nose pieces including 1/8, 5/32, 

3/16 and 1/4. Also included are wrenches for service and oil applicator. 
Recommended operating air pressure is 85-100 PSI. Weight 5 lbs.
 P/N 12-03387

BLUE PNEUMATIC POWER MICRO 
BLIND RIVET GUN BP-48V

Installs 3/32, 1/8 and 5/32 blind rivets in all materials.  
This rivet tool weighs in at 2.4 lbs and has 1760 lbs. of 
pulling force. The rivet gun comes with a vaccum powered 
mandrel collection system.  Also included are wrenches 

for service and oil applicator. Recommended operation pressure 85-100 
PSI. Weight 2.4 lbs. .....................................P/N 12-03388

BLUE PNEUMATIC AIR HYDRAULIC
RIVETER WITH VACUUM BP-50V

3800lbs. of force.  Sets rivets from 1/8 through 1/4 in all 
materials.  Its 7/8 stroke allows this rivet tool to pull most 
structural rivets in one stroke.  Great for high production 
applications.  Rivet tool comes with nose pieces including 
1/8, 5/32, 3/16 and 1/4. Also included are wrenches for 

service and oil applicator. Recommended operating air pressure is 85-
100 PSI. Weight 5 lbs. .................................P/N 12-03430

BLUE PNEUMATIC BIG SPIN RIVET 
NUT TOOL BP-200BC

Now with a swiveling air inlet and ergonomic composite 
handle. Operates at 200 rpm for installations of the large 
rivet nuts.  Places 1/2-13 and M12. Recommended 

operating air pressure is 85-110 PSI. Weight 2.8 lbs. Part includes nose 
assembly, make selection at time of order. Nose assembly sizes: 632, 
832, 1024, 1/4-20, 5/16-18, 3/8-16. .............P/N 12-03431 ...............2.95

BLUE PNEUMATIC HEAVY DUTY 
LEVER RIVET NUT TOOLS

HEAVY DUTY LEVER RIVET NUT TOOL BP-734: • Heavy 
Duty Lever Rivet Nut Tool • Comfortable easy grip handle 

• Long handles for easy rivet nut and nutsert installations. • Includes M5, 
M6, M8 and M10 Nose Assemblies. ............P/N 12-03501
HEAVY DUTY LEVER RIVET NUT TOOL BP-734S: • Heavy Duty Lever 
Rivet Nut Tool • Comfortable easy grip handle • Long handles for easy 
rivet nut and nutsert installations • Includes 10-24, 1/4-20, 5/16-18 and 
3/8-16 Nose Assemblies..............................P/N 12-03502
HEAVY DUTY LEVER RIVETER BP-764: • Up to 1/4 steel • Heavy Duty 
Lever Rivet Tool • Comfortable easy grip handle • Rivet tool comes with 
nose pieces including 1/8, 5/32, 3/16 and 1/4.
 P/N 12-03503

BLUE PNEUMATIC COMPACT 
HEAVY DUTY RIVETER BP-54

Sets 3/32, 1/8, 5/32 and 3/16 rivets in all materials.  Ideal 
for multi-grip rivets and pulls 3/16 Monobolt/Magna-lok 
structural rivets. Nose pieces and service wrenches are 

included. Recommended operating air pressure is 85-100 PSI. Weight 
4 lbs. ............................................................P/N 12-03432

BLUE PNEUMATIC ACCU-SPIN 
RIVET NUT TOOL BP-600QC

Swiveling air inlet and ergonomic composite handle.  
Operates at 800 rpm for quick installations of smaller rivet 
nuts. Places 8-32, 10-24, 1/4-20 and M4, M5, and M6 rivet 

nuts. Recommended operating air pressure is 85-110 PSI. Weight 2.8 
lbs.  Part includes nose assembly, make selection at time of order.  Nose 
assembly sizes: 632, 832, 1024, 1/4-20, 5/16-18, 3/8-16.

 P/N 12-03433
BLUE PNEUMATIC QUICK SPIN 
RIVET NUT TOOL BP-2000QC

Swiveling air inlet and ergonomic composite handle   
Operates at 1600 rpm for quick installations of smaller 
rivet nuts. Places 6-32, 8-32, 10-24 and M3, M4, as 

well as Jacknuts. Recommended operating air pressure is 85-110 PSI. 
Weight 2.8 lbs. Part includes nose assembly, make selection at time of 
order. Nose assembly sizes: 632, 832, 1024, 1/4-20, 5/16-18, 3/8-16.
 P/N 12-03434

BLUE PNEUMATIC SPIN PULL SPIN 
ULTRA RIVET NUT TOOL BP-60

SPIN-PULL-SPIN setting sequence. In one touch the fastener 
quickly spins on, pulls the fastener, and with the release button, 
spins out of the fastener. Setting cycle is about 2 seconds. 
Fully adjustable stroke for accurate insert placements. 
Mandrels are included with tool. Comes complete with sizes 

8-32 through 1/2-13 or M4 through M12. “More Power” means this tool uses 
its huge 6800 lbs. of pulling force to set up to 1/2 (M12) steel rivet nuts with 
ease. Recommended operating air pressure is 80-100 PSI. Weight 6 lbs.
Standard ......................................................P/N 12-03436
Metric ...........................................................P/N 12-03505

BLUE PNEUMATIC NOSE ASSEMBLY FOR 
SPIN-SPIN RIVET NUT TOOLS

Quick change nose assembly. Available in 6-32 through 
3/8-16. Spin-Spin tools use replaceable socket head cap 
screw. 3/8 air hose recommended for optimal performance.

Description Part No. Price
Blue Pneumatic BPQ-632 Nose Assembly 12-03442 ---
Blue Pneumatic BPQ-832 Nose Assembly 12-03443 ---
Blue Pneumatic BPQ-1024 Nose Assembly 12-03444 ---

Blue Pneumatic BPQ-1/4-20 Nose Assembly 12-03445 ---
Blue Pneumatic BPQ-5/16-18 Nose Assembly 12-03446 ---
Blue Pneumatic BPQ-3/8-16 Nose Assembly 12-03447 ---

BLUE PNEUMATIC CORDLESS 
RIVETER BP-20CR 

The Blue Pneumatic BP-20CR 1/4” Blind Rivet Tool is an 
ultra-fast cordless rivet tool. It eliminates the need for air 
hoses and compressors and is built to last. The brushless 
motor makes this tool very durable, lasting many times longer 

than other rivet tools. With an industry leading 27mm (1 1/16 in) stroke, it pulls 
rivets in just one stroke. This tool is ideal for production environments as it 
has a sturdy outer composite body and requires just about no maintenance. 
BP-20CR’s Brushless Motor delivers 4,496 lbs. (20kN) of pulling force for 
high-strength Structural blind rivets in all materials. This rivet tool pulls rivets 
ranging from 1/8 up to 1/4” in all /materials ....P/N 12-05561
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